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es FUNCTION DESCRIPTION

Tele indication via 10" Touchscreen display for the indi- 
cation of the water values in areas of swimming pools that 
are accessable by the public (in combination with auto-
control system CPR Touch). Bathing guests can convince 
themselves of the perfect quality of the swimming pool 
water. Besides the indicated hygiene parameters free 
chlorine, pH and redox the water temperature is shown 
too. Furthermore the operator of the pool can use the 
display for the information of his guests (e.g. bathing rules, 
advertisement). The water values and the stored guest 
information are shown alternating in a slideshow.

SCOPE OF DELIVERY

• Display: 10,1" IPS, 1280 x 800 Pixel
• Aluminium-front with 3 mm ESG glas, RAL9005
• Backwall made of stainless steel, 8 holding clamps
• Plug in transformer
• Network connection via RJ45 plug
• Programmed SD card
• Possible menu languages: German, English, French,

Russian, Arabic

TECHNICAL DATA

Electrical supply 230 V/AC 50 Hz 

Power supply 8 W

Measures (W/H/D) 273 x 190 x 40 mm

Protection class  IP66 from the front 

TO BE PROVIDED BY THE BUILDER
• Power supply
• Network cable to autocontrol system CPR Touch
• Installation frame

TELE INDICATION 10" TOUCH   


